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partition is without flaws before installing the operating system.

The installation formats the partition, completes a simple windows installation and
then proceeds to restart the system allowing it to boot into a GUI Based environment

Yindows Server 2883, Enterprise Edition Setup

to complete the installation.

This portion of Setup has

completed successfully.

If there is a floppy disk in drive A:, remove it.

To restart your computer.,

press ENTER.

When your computer restarts, Setup will continue.

ENTER=Restart Computer

GUI-Based Install

10.

11

The Microsoft* Windows* Server
2003 64-Bit Edition Setup Wizard
detects and installs devices. This can
take several minutes, and during the
process your screen may flicker.

.Select the appropriate Regional and

Language Options for your usage.
Once you have made the appropriate
selections, please click ‘Next’ to
continue.

This window allows you to select
different customizations based on
your region of the world and customs.

The Windows Server 2003 family
provides the most productive
infrastructure platform for
powering networks, applications,
and Web services
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Further you are allowed to pick the native language of the system and decide to
install other language packets to use with the operating system.
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12. Personalize Your Software for the
required task. Once you have entered
your name and organization, please
click *‘Next’ to continue.

This window allows you to further
customize and identify this specific
server by entering your name and
organization; further, these entries will
be default when other software asks for the same information.

Note: The example companies, organizations depicted herein are fictitious. No
association with any real company, organization, person is intended or should
be inferred.

13. Enter Your Product Key to verify

authenticity. Once you have entered the v
25 character alphanumeric product key, T iy sy o

please click ‘Next’ to continue. weves [

kg
Tygun the Viekme: License Froduet Ky belowe

To ensure you are installing an authentic
and unique version of Microsoft*
Windows* Server 2003 64-Bit Edition the
installation requests that you enter the
product key located in the software
documentation.

14. Enter the Computer Name and
Administrator Password to further
uniquely identify the server and allow
more robust IT support. Once you have
entered a computer name and selected an
administrative password, please click
‘Next’ to continue.

Windows Setun

Computer Hame and Administiator Password
Wond Motk plavade & raime and an Admirsctiston pasiwond for o Comgaler

g et has rugoeted s neme for jous computel, I vour compurel it on &
&! rotwesk, your et Bk

Computrs rame: o omins

sl
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Amanairain o

This window allows the user or more
specifically the network administrator to
organize the specific network by giving the server a specific computer name.
Also, the network administrator is allowed to select a password allowing
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him/her access to all the servers functions incase the system needs to be
serviced.

15. Set Date and Time Settings to the
correct values. Once you have verified
or corrected the date and time settings
on the server, please click ‘Next’ to
continue.

Windows Setup

Date and Time 5 eatings
et thes comect date and timet for yout Windiors comguts

Dok Tme

lﬁ] [iednesday. March 15, 2008 »i [1rom02pm

(43
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This window allows the user to specify
the date, time and time zone of the
region that the server is located in.
programs that use time in any way

access these settings to establish the correct time, therefore these settings are

important for successful use of this server.

16. Choose preferred setting at Networking
Settings. Use Typical Settings if you don't o
want to manually configure the networking e [T
components.

ot abowd t edeis. nefvesrks
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17. Workgroup or Computer Domain

Windows Setup
aliun

Workgroup or Computer Domain
A wetekgroun s 8 colsction of comauters that hams the same work group name. A
domain it 3 collection of computers defired by a retwork administiston
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The software will now complete the installation and proceed to restart the system and
boot into Microsoft* Windows* Server 2003 64-Bit Edition.

You will now notice that your server has a fully functioning operating system installed
and the system will boot into windows and require you to enter a valid name and
password. At this point the only name and password that is valid is the name
“administrator” and the password you entered in the previous section’s graphics
based step 14.

Update Drivers

The final step to hardware configuration is verifying that all hardware devices are
installed and operating properly, if not we must update the drivers for the errant
devices.

Verify Hardware Functionality

To verify that all the hardware in the server is functioning properly, we will access the
‘Device Manager’ which will inform us of our systems health.

1. Click ‘Start’ on the server task bar to bring up the start menu

2. Click ‘Control Panel’ on the start menu to open the control panel

3. Double-click ‘'System’ on the control panel to open system properties

4. Click the ‘Hardware’ tab in the system properties to access the hardware

options

5. Click ‘Device Manager’ to open the device manager window
If any devices have dysfunctional drivers there will be a yellow caution triangle on the
left edge of the window and the devices name next to it. The next step is to take record

of each device that needs an updated driver and either use the software that came
with the device to update the driver or look online for the newest driver.

Locate and Install Latest Intel Drivers

=

Open an internet browser and visit http://support.intel.com

Click ‘Download’ link located on the top of the middle column

3. Inthe 'Find Downloads’ search area on the left border of the page search for
the server board you have. (Intel® Server Board S5000PSL)

4. On the search results page click on your server board

In the ‘Select your operating system® scroll menu, scroll and enter *‘Microsoft*

Windows* 2003 Server’ as the operating system

N

i
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Locate the specific driver updates you would like to install.
Look at the dates the drivers were posted to find the most recent.

Note: the ' jcon indicates the update is the latest version.

8.

9.

Download the most recent releases of each of your selected drivers and save
them to a local disk.

Unzip the files and follow the specific instructions given by each driver in their
‘readme.txt’ file to install each driver update.
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6 Setup and Configuration of VMWare*
Workstation 5 Ver. 5.5 Windows Host

Outline of VMWare* Workstation 5.5 Installation

Here are the steps you're going to perform to install the VMWare Workstation 5.5.

1. Graphic based coping files
2. Graphic based installation and configuration

Before you begin to install VMware* Workstation 5.5 on your system, be sure you have:
» A server system can support Intel® Virtualization Technology

» The installation CD or disks or files for your host operation system (in this case, Microsoft*
Windows* Server 2003 64-Bit Edition)

>  Your VMWare* Workstation serial number. The serial number is included in the VMware
Workstation package or in the email message confirming your electronic distribution order.

The steps bellow describes an installation from a CD-ROM disc. If you downloaded the software, the steps
are the same except that you start from the directory where you saved the installer file you downloaded.
The filename is similar to VMware-Workstation-<xxxx>.exe, where <xxxx> is a series of numbers
representing the version and build numbers.

1. Log on to your Microsoft* Windows* Server 2003 64-Bit Edition host as a local administrator.

2. Insert VMware* Workstation 5 (Ver. 5.5) disk into your CD-ROM. You will be prompted a screen
with 3 options: Install/Run/Exit.

| % VMware Workstation

Workstation O

Powerful Virtual Machine Software for the Technical Professional

L Install

Run

Copyright € 1958-2005 VMware, Inc. All rights reserved. Protected by one or more of LS. PatentNos. 6,397,242, 6,496,847,
6,704925, 6,711,672, 6,725,289, 6,735,601, 6,785,886, 6,789,156 and 6,795 366; patents pending.

E) vmware*

Click Install button to start the installation.
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3. The system then starts preparing for installation.

4. Click Next to proceed the installation wizard.
|

Welcome to the Installation Wizard for
Viviware Workstation

The installation wizard will install Yware Warkstation on your
computer, To continue, click Next,

WARNING: This program is protected by copyright law and
international treaties,

= Back Cancel

5. After reading the End User License Agreement and agreeing to its terms, select Yes, I accept the

terms in the license agreement option, then click Next to continue.

e
License Agreement
Please read the Fallowing license a @
END USER LICENSE AGREEMENT ﬁl

FOR VMWARE® DESKTOP SOFTWARE PRODUCT

VIMWARE, INC. LICENSES THIS DERKTOP SOFTWARE PRODUCT
TO YOU SUBJECT TO THE TERMS CONTAIMED IN THIZ END

USER LICENSE AGREEMENT (“EULA™). READ THE TERMS OF

THIS EULA CAREFULLY. BY INSTALLING, COPYING OR
OTHERWISE USING THE S0FTWARE (A5 DEFINED BELOW), YOU
4AGREE TO BE BOUND BY THE TERMS OF THIS EULA IF YOU  [=|

@ ies, I accept the kerms in the license agreement

Mo, I do not accept the terms in the license agreement

Instal|Shisld

< Back I Mext = I Cancel I

6. Choose the directory in which to install VMware Workstation.
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{& ¥Mware Workstation *|

Destination Folder
Click Mext to install ko this Folder, @

G Install YMware Waorkskation ko
C:iProgram Files (&6 WMwaretvMware Waorkskation) Change. .. |

Instalstield

= Back

Cancel |

To install it in a directory other than default , click Change and browse to your directory of choice. If the
directory does not exist, the installer creates it for you. Click Next.

Caution: Do not install VMware* Workstation on a network drive.

7. Select the shortcuts that you want the installer to create.

{& YMware Workstation x|

Configure Shortcuts
Creates program shortcuts @

Creake shortouts For WMware Workstation in the following places:

v Desktop
[+ Start Menu Prograrns Folder

[v Quick Launch koolbar

Inistal|Shield

< Back

Cancel

This step allows you choosing to create start shortcut at Desktop, Start Menu, and Quick Launch toolbar.
Deselect any shortcuts you do not want the installer to create.

8. Iftheinstaller detects that the Windows CD-ROM autorun feature is enabled, you see a message that

gives you the option to disable this feature. Disabling autorun prevents undesirable interactions with
the virtual machines you install on this system.
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ji# YMware Workstation x|

Configure Product
Configure miscellaneous product se @

“our machine currently has CD-ROM autorun enabled. Autorun can have unexpected
interactions with wirtual machines.

Do you want to disable autorun now?

¥ ‘tes disable autorun

Mote: IF vou select Yes, autorun will not be disabled until wou reboat this machine,

Install5tield

< Back Cancel

9. The installer has now gathered the necessary information and is ready to begin installing the
software.

& ¥Mware Workstation x|

" nsra"

Click Install to begin the installation,

If you wank ko review or change any of your installation settings, dlick Back. Click Cancel to
exit the wizard.

Inistallshisld

Cancel I

< Back

Click Install to allow the installer to begin copying files to your computer. It will take several minutes to
complete the installation.

i':!r ¥Mware Yorkstation _loix|
I _

Please wait while the installation wizard installs ¥Mware Workstation. This
may kake several minutes.

Status;

I

TrysballStield

< Back | [t = |

10. (Optional) Enter you name, company name and serial number, then click Next. Your serial number
is on the registration card in your package. The user and company information you enter there is
then made available in the About box (Help > About WMware Workstation).

Note: If you skip this step, you must enter your serial number later, before you can power on a virtual
machine.
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11. Click Finish. The VMware* Workstation software is installed.

i':_-ﬂr ¥Mware Workstation x|

Installation Wizard Completed

The installation wizard has successfully installed Yiware
Workstation, Click Finish to exit the wizard,

= Back

Canice] |

12. Some installations may require that you reboot your PC. Reboot now to allow VMware* Workstation
to complete the installation correctly.
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